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Attachment F3-1

Safety Performance Eligibility Requirements
It is the policy of LANS that all work performed at LANL shall be conducted in a manner that protects workers, the public, and the environment.  The objective of this policy is to establish a consistent site-wide approach to worker protection by incorporating safety and health into daily activities.  To support the effective implementation of this policy, firms should have a demonstrated safety performance equal to or lower than the following standards:

	Statistical Standards

	Experience Modification Rate
	The “EMR” is a number that is assigned to your company based on the insurance premium you pay and your loss statistics. Contact your insurance company for these numbers. 
	Maximum

Allowable

Average:

1.00

	Total Recordable Injury/Illness Case Rate 

(from Company OSHA 300 log)
	Rate =

Total Recordable Injuries/Illnesses x 200,000  
Total Employee Hours Worked


	Maximum

Allowable

Average:

3.2

	DART Case Rate

(Days Away From Work, Restriction, or Job Transfer) (from Company OSHA 300 log)
	Rate =

Total Days Away/Restricted/Transferred Work Day Cases x 200,000  

Total Employee Hours Worked


	Maximum

Allowable

Average:

1.4


Firms must submit a properly executed Environment, Safety, and Health History Worksheet (Attachment F3-2) along with a letter from their Workman’s Compensation Insurance Carrier to certify the Experience Modification Rate (EMR) performance.  If any of the above maximum allowable averages is exceeded, the firm shall provide information that clearly explains the excessive rate and that the anomaly causing that excess was not easily preventable using sound safety practice.

If a firm is a joint venture, association, consortia, or partnership that has fewer than three years of demonstrated safety and/or environmental performance, each entity comprising the joint venture, association, consortia, or partnership must submit a properly executed Environment, Safety, and Health History Worksheet (Attachment F3-2) along with a letter from their Workman’s Compensation Insurance Carrier to certify the Experience Modification Rate (EMR) performance.

Any response received from a firm which does not provide the ES&H History Worksheet(s), which exceeds any of the stated maximum allowable averages, or which has fewer than three years of demonstrated safety and/or environmental performance may, at LANS’ sole discretion, be considered unacceptable.

If a firm intends to use lower-tier subcontractors to perform elements of the subcontracted Scope of Work, such lower-tier subcontractors shall also meet the maximum allowable averages specified above.  The firm to whom a subcontract is awarded (i.e., Subcontractor) shall be responsible for ensuring that all its lower-tier subcontractors meet the maximum allowable average safety performance eligibility requirements.  When requested, Subcontractor must demonstrate to LANS’ satisfaction that its lower-tier subcontractors meet the maximum allowable average safety performance eligibility requirements.  Any lower-tier subcontractor that does not meet one or more of the maximum allowable average safety performance eligibility requirements must be evaluated and approved by the Subcontractor and LANS.

